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1  DAIDO METAL

■空冷式 立型軸受ユニット Air-cooled type vertical bearing assembly

“The cooling fan” connected to the shaft generates cooling wind by self-
rotation and it makes whole bearing assembly energy-saving to the con-
ventional “water-cooled type” by eliminating the water supplying unit.

 

Thrust & guide bearing assembly for vertical motors

オイルリフター等の付帯装置の軽減等が可能 

従来の「水冷式」に対し、軸と直結の「冷却ファン」を搭載し、自回転にて冷却風を発生させ、 
従来の水供給装置をレス化することにより、装置全体の省エネルギーが可能となります。 

Bearing assembly of pumped 
storage generator and a pump 
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※表中指定なき数値の単位は mm となります。 
※詳細寸法につきましては、仕様により上記と異なる場合もございますので、別途仕様に応じ御相談申し上げます。 
※The unit without specified is all mm. 
※Final dimensions may be differed due to each specifications. 
　We suggest technical discussion with our engineer regarding actual specifications.
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冷却水出入口 

AIR-COOLED
BEARING ASSEMBLY

WATER-COOLED
BEARING ASSEMBLY

 
 
 

Cooling water decrease the lubricating  
oil temperature in the oil tank by circulating  

the water in the cooling pipe.

 
 
 

each radial & thrust bearing  
temperature increase
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HORIZONTAL
BEARING ASSEMBLY


